


IMPORTANT

» The child seat may be used on either the front or the back seat. However, we
recommend that it is fitted on the back seat.

* The child seat has been approved according to the strictest European safety standards
(ECE R44/04) and is suitable for Group 0+ (Birth to 13kg), Group | (9-18kg) and Group ||
(15-25kg).

» We strongly advise that you never use a second-hand product, as you can never be sure
what has happened to it.

«It is recommended that car safety seats not be used longer than 10 years after the date
of purchase. The product properties may deteriorate due to ageing of the plastic and/or
sunlight, without this being visibly apparent.

* WARNING: The manufacturer has taken into consideration the fact that car seats may
cause indentations in the car upholstery. This is unavoidable, however, due to the
prescribed safety standards, and because the car seat must be installed tightly in order to
protect your child. Safeway is not liable for any damage that may occur to the car
upholstery as a result of this.

» Always use the child seat, even on short joumneys, as this is when most accidents occur.

INFORMATION / INDEX

WARNINGS

RESTRAINT FEATURES

RESTRAINT FEATURES

VEHICLE APPLICATION

SETTING THE SHOULDER BELT HEIGHT
ADJUSTING THE HEIGHT OF THE HARNESS
INSTALLATION AS A GROUP 0+ (0 TO 13KGS)
LOOSENING THE HARNESS

USING THE BUCKLE

SECURING YOUR CHILD INTO THE SEAT
ADJUSTING THE HEIGHT OF THE HEADREST 10

QOWOoO~NOODODOBPAhWN-=

INSTALLATION AS A GROUP 1 (9 TO 18 KGS) 10
REMOVAL OF HARNESS FOR GROUP 2 1
INSTALLATION AS A GROUP 2 (15 TO 25 KGS) 12
WASHING INSTRUCTIONS 13
ENQUIRIES 13

WARRANTY 14



WARNING: Read this instruction manual carefully. Study the illustrations in this instruction
manual before use, and, when installing the car seat. The child seat is a safety product
and is only safe when used according to the instructions.

WARNING: Never use the child seat on a seat equipped with a front airbag, as this can
result in serious injury or death. This does not apply to so-called "side airbags".
WARNING: Never use the child seat on a side facing seat.

WARNING: Never use anything, such as a cushion or towel, to raise the child seat off the
passenger seat. In the event of an accident, the child seat and your vehicle’s seat belts
will not be able to protect your child as they have been designed to do.

WARNING: Do not use the child seat in your home. It has not been designed for home use
and should only be used in your vehicle.

WARNING: Do not make any alterations or additions to the child seat without the approval
of the competent authority, as this could affect the overall safety of the seat.

WARNING: Do not leave your child unattended in the child seat.

WARNING: Ensure that any luggage or other objects liable to cause injuries in the event
of an accident are properly secured.

WARNING: Do not allow your child to play with or adjust the child seat and tell them that
they should never play with the buckle.

WARNING: Always cover the child seat when the car is parked in the sun, as plastic and
metal parts may become extremely hot and the fabric could unnecessarily discolour.
WARNING: The child seat must not be used without the cover. The seat cover should not
be replaced with any other then the one recommended by the manufacturer, because the
cover constitutes an integral part of the restraint performance.

WARNING: The child seat should be changed when it has been subject to violent stresses
in an accident.

WARNING: Ensure that the lap strap is worn low down, so that the pelvis is firmly
engaged.

WARNING: Any straps holding the restraint to the vehicle should be tight, and any straps
restraining your child should be adjusted to your child’s body, and should not be twisted.
WARNING: The child seat is only suitable for use in vehicles fitted with 3 point retractor
safety-belts, approved to UN/ECE Regulation No. 16 or other equivalent standards, that
comply with SABS 1080 or equivalent.

ENSURE: That the rigid items and plastic parts of the child seat are so located and
installed that they are not liable, during everyday use of the vehicle to become trapped by
a movable seat or in a door of the vehicle.
ENSURE: That you store the child seat in a safe place when not in use. Do not store near
direct heat sources or in direct sunlight. Avoid placing any heavy objects on the child seat.
ENSURE: That the child seat is secured with a seat belt, even when not in use. An
unsecured seat may injure other passengers in the car in the event of an emergency stop.
ENSURE: That all passengers in the vehicle are restrained with seat belts.
ENSURE: That for the future use of the child seat, it is important that you store the
instruction manual in a safe place and close at hand.
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The child seat is only suitable for use in vehicles fitted with 3 point retractor safety-belts,
approved to UN/ECE Regulation No. 16 or other equivalent standards, that comply with
SABS 1080 or equivalent.

IMPORTANT: The child seat MUST only be installed using a 3-point safety belt. A

2-point seat belt may not be used.
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« The child seat can be fitted safely on almost all seats in the car using the existing seat
belts. However, on some seats, the belts are fitted so far forward that proper installation is

not possible. If this is the case, try another seat in your car.

* In some cases, the buckle of the car belt may be too long and therefore sits too high
against the base of the child seat. The child seat can therefore not be fitted securely. If this

is the case, choose another position in the car.
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Use in vehicle:

Forward facing vehicle chair Yes
Rearward facing vehicle chair No
With 3-point belt Yes
With 2-point belt No
On front passenger seat with airbag No
Sidewards facing vehicle chair No
On centre rear seat (with 3-point belt) | Yes
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Check whether the shoulder belts are set to the correct height for your child.
The shoulder belts should lie at shoulder height or just above.

YES-Correct

At the back of the safety seat, there are 3 sets of holes, which are used to adjust the
shoulder straps to suit your child's height.

The lower holes are suitable for children up to a weight of 6 kgs.

The middle holes are suitable for children between appr 6 to 12 kgs.

The upper holes are suitable for children between appr 12 to 18 kgs .

The harness straps should not be lower than the child's shoulders, when the child sits in
the safety seat. To change the height position of the harness straps, you must separate
them from the metal yoke (L) at the back of the safety seat.

Pass the harness straps through the required holes and slide the loops of the harness
straps back into the metal yoke (L).

Ensure that the harness system is not twisted or jammed.




1 - The child seat must always be rear facing for Group 0+ use (Fig.4/a). If your car has
an airbag on the passenger seat, the child seat must only be used on the rear seats
in the vehicle.

2 - For Group 0+ (rearward facing), the child seat must only be used in the most
reclined position (Fig.1/a). The child seat must never be used in any other
position (Fig.1/b). To adjust the reclining position of the child seat, push the red knob
(Fig.2) and adjust the seat until the most reclined position is achieved (Fig.3).

N

3 - Secure the safety seat onto the car seat
using the car seat belt (Fig.4/a).




4 - Pass the lap part of the vehicle seat belt under the base of the safety seat into the
two points marked by a blue label (A) (Fig.4/b) and fasten the safety belt tongue to
the corresponding buckle (C) (Fig.4/c).

5 - Pass the upper diagonal part of the belt through the metallic guide (B).

6 - Take the Red Lock-off clip (D) and attach it to the shoulder belt directly above the
buckle (Fig.4/c). DO NOT place it over both belts.

7 - Make sure that the belt is tight and not twisted before the Lock-off clip is attached.

1 - Loosen the harness by pressing the
adjusting buckle under the “Press” (M)
located in the front of the seat, then pull the
harness straps forward. Do not pull on the
belt pads as they will not move.

2 - Unfasten the harness buckle by
pressing the red button and remove the
tongues. Move the harness straps to the
side of the child seat.




1 - Fasten the buckle by joining the two tongues together (Fig.1).

2 - Inserting them into the buckle (Fig.2).

3 - Ensure that a “CLICK” is heard.

4 - Check if the buckle is properly locked by pulling the shoulder straps upwards (Fig.3)

(_

Fig. 1
& g

1- First adjust the height of the shoulder belts (Page 6).
2 - Loosen the harness (Page 8).

2 - Unfasten the hamess buckle (Page 8).

3 - Place your child in the child seat.

4 - Position the harness straps around your child and fasten the buckle (See above).
5 - Pull the front adjusting belt (H) until the harness fits snugly around your child.




1 - The height of the headrest should be set so that your child’s head rests comfortably

in the middle of the headrest (Fig.1/a).
2 - Adjust the headrest upwards or downwards to the correct height (Fig.1/b).

1 - Place the child seat in a forward facing position on the rear seat of your car (Fig.1).
2 - Pass the tongue part of the 3-point belt system through the red marked openings at
the back of the seat (between the shell and the cover) and fasten into the buckle

(Fig.2&3).

3 - Thread the upper part of the shoulder belt through the metallic guide (Fig.2).

4 - Pull the shoulder belt section as hard as you can and place the RED lock-off clip on
the shoulder belt directly above the buckle. DO NOT place it over both belts (Fig.4).

Fig. 3
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1 - Seperate the hamess straps from the metal yoke behind the chair (Fig. 1)

2 - Pull the shoulder straps forward to remove them from the backrest (Fig. 2).

3 - Remove the buckle body by passing the 2-Slot buckle upwards through the seat
(Fig. 3) and then pulling it upwards (Fig. 4).

4 - Remove the shoulder strap belts by pulling them from underneath (Fig. 3).

( \

IMPORTANT: Do not use forward facing before the child’s weight exceeds 9kg.

WARNING: The child seat may only be used in a forward facing position (Group 1) if the
child has reached a weight over 9 kgs. The child seat can only be fitted into the front
passenger seat of a car with a lap and diagonal seat belt and without an active airbag.
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1 - Adjust the seat to the sitting position (Fig. 1).

2 - Place the child seat on the vehicle’s seat ensuring that it is firmly pressed against

the car seat’s backrest (Fig. 2).

3 - Place your child in the car seat.

4 - Pull the vehicle seat belt out and feed the diagonal section through the belt guide
and fasten the belt around your child ensuring that the horizontal belt is resting over
your child’s lap (Fig. 3).

5 - Remove any slack on the shoulder belt by pulling it lightly upwards.
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- The cover and belt pads are easily removable and can be washed by hand at a
maximum temperature of 30 C. Do not use a dryer.
- The child seat may be cleaned with lukewarm water and a gentle soap. Do not use

abrasive detergents.
- The harness buckle may be cleaned with warm water. Do not lubricate.

Cover : 100% polyester fibre
Filling : 100% polyurethane

W K

Maximum Never use
temperature chlorine
of 30 degC. bleaches

Do not
tumble dry

RO

Do not
wring

X

Do not
iron

If you have any questions, please contact your supplier.

For trade enquiries contact:
DISTRIBUTOR DETAILS :

Unimark Distributors CC
P.O. Box 912-1095
Silverton

0127

Tel : 427 12 8041793

Fax : +27 12 8041795

E-mail : inffo@safewaybabies.co.za
Web : www.safewaybabies.co.za
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« The warranty period starts from the date of purchase and is valid for a period of 12
months. The warranty applies to material and manufacturing defects only. The date of
purchase can only be determined with an original sales receipt. The warranty is only
applicable to the original owner and is not transferable. The warranty is only applicable to
products that have not been adapted by the user.

« In the case of any defects, the owner is required to return the product to the retailer. If
the retailer cannot solve the problem, he must return the product, complete with a clear
description of the complaint and the original sales receipt to the manufacturer. An
exchange or return cannot be demanded. Repairs do not constitute an extension to the
warranty term. The manufacturer is not liable for any damages other than those on
products supplied.

* No warranty is given if:

- The product is not supplied to the manufacturer complete with the original sales receipt.
- Defects are caused by improper use or maintenance that is not in accordance with the
instruction in this manual.

- Repairs are carried out by third parties.

- Defects are caused by neglect.

- Damage is determined.

- If there is normal wear and tear of the parts, belts and/or cover, which may be expected
from everyday use.

- There is damage to the car upholstery.

- The stated warranty terms and conditions have not been satisfied.
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